
DO NOT BREATHE SMOKE. Otherwise wear respiratory 
protective equipment and eye protection (see HSE Guidance 
Booklet HS (G) 53 “Respiratory Protective Equipment- A 
practical guide for users”). 
Respiratory protection 
Wear respirator with a particle filter mask (protection factor 
4) conforming to European norm EN149FFP1 or equivalent. 
Respiratory protection should only be used to control 
residual risk of short duration activities, when all reasonably 
practicable steps have been taken to reduce exposure at 
source e.g. containment and/or local extract ventilation. 
Always follow respirator manufacturer’s instructions 
regarding wearing and maintenance. 
Hand protection 
Wear CE Marked (or equivalent) nitrile rubber gloves 
(minimum thickness 0,40 mm). Wash when contaminated. 
Dispose of when contaminated inside, when perforated 
or when contamination outside cannot be removed. Wash 
hands always before eating, drinking, smoking or using 
the toilet. 
Eye protection 
Wear goggles conforming to EN166 (Field of Use 5 or 
equivalent). 

Skin and body protection 
Wear standard coverall and type 4 suit. 
Wear two layers of clothing wherever possible. Polyester/
cotton or cotton overalls should be worn under chemical 
protection suit and should be professionally laundered 
frequently.
Instructions for use
Remove the container cap. 
Place each smoke generator on a fireproof base approxi-
mately 300 mm x 300 mm.
When a number of generators are being used, space them 
throughout the area to be tested and prepare all for ignition 
before lighting the first. 
Light the ignitor using a match. 
Do not leave lighted match on generator. 
AVOID naked flames and hot surfaces
First Aid 
General advice: Consult a physician. Show this label along 
with the safety data sheet to the doctor in attendance.
If inhaled: If breathed in, move person into fresh air. If not 
breathing, give artificial respiration. Consult a physician.
In case of skin contact: Wash off with soap and plenty of 
water. Consult a physician.

In case of eye contact: Rinse thoroughly with plenty of 
water for at least 15 minutes and consult a physician.
If swallowed: Never give anything by mouth to an uncon-
scious person. Rinse mouth with water. Consult a physician
Disposal considerations
Product:  In accordance with current regulations may be 
taken to waste disposal site or incineration plant, after 
consultation with site operator and/or with the responsible 
authority.
Advice may be obtained from the Environment Agency(w-
ww.environment-agency.gov.uk) in the UK or SEPA(www.
sepa.org.uk) in Scotland. To be disposed of as hazardous 
waste (must comply with the Hazardous waste regulations 
2005 when disposing)
Contaminated Packaging: To be disposed of as 
hazardous waste (must comply with the Hazardous waste 
regulations 2005 when disposing)
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KILLGERM® DRAIN SMOKES

HAZARD STATEMENTS
Harmful if swallowed. 
Harmful to aquatic life with long lasting effects.
To avoid risks to human health and the environment, comply with the 
instructions for use.

PRECAUTIONARY STATEMENTS
Keep out of reach of children.
Keep away from heat/sparks/open flames/hot surfaces – No smoking.
Do not breathe smoke.

Avoid release to the environment.
IF exposed or concerned: Call a POISON CENTER/ doctor/ physician.
In case of fire: Use water spray to extinguish.
In case of major fire and large quantities: Evacuate area. Fight fire remotely due 
to the risk of explosion.
Contains: Potassium chlorate > 2.50 ≤ 25.00%

WARNING
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